ROAD CLOSED TO TRUCKS AND THROUGH TRAFFIC
LOCAL TRAFFIC PERMITTED FROM WYMAN RD. TO
MULLER LEVEL AND MULLER TURNDOWN.

VMS ADVANCE NOTIFICATION
MDTA TO PROVIDE APPROVED MESSAGES

VMS DURING WORKING HOURS
MDTA TO PROVIDE APPROVED MESSAGES

JOB KEHOE
TRAFFIC CONTROL SPECIALIST
7/12/2021
ELSINGRIE RD
ELKRIDGE, MD 21075
410-363-0539
JKEHOE@GOTES.COM
VMS ADVANCE NOTIFICATION
MDTA TO PROVIDE APPROVED MESSAGES

VMS DURING WORKING HOURS
MDTA TO PROVIDE APPROVED MESSAGES

STANDARD NOTES:
- Parking & Towing Restricted 04/25-05/14 on Mainline During Work.
- VMS Must Be Installed Prior to The Commencement of All Work and
  Removed Immediately After Completion Of Activities.
- If A Sign Is No Longer Required It Will Be Removed.
- Signs Shall Be Constructed From Durable Materials Which Will Not
  Detriorate Under Normal & Repeated Outdoor Use.
- Signs Shall Be Mounted On Spring Loaded Sign Stands.
- Legend Symbols Are To Be Used For THE PURPOSE OF ONE WAY ROADWAY SIGNS (1 WAY SIGNS ON BOTH
  SIDES OF ROADWAY APPROACHING WORK)

Legend
- Arrowboard (Single)
- Cone

JoE KEHOE
TRAFFIC CONTROL SPECIALIST
1123 DORSEY RUN RD
ELKBRIDGE, MD 21075
410-365-8254
JKEHOE@GO-TEES.COM

35 MPH
Legend

Bus Stop Sign
Traffic Signal

STANDARD NOTES

Parking is to be restricted until
in advance unless there is an emergency.
Crash pads shall be installed prior to the
removal immediately after completion
of activities.

If a sign is no longer required (it will
be removed), it shall be constructed
from durable materials which will not
deteriorate, bend, or break and

signs shall be mounted on spring
loaded risers.

The spacing of traffic cones is to be 10'
in case of one way roadway.

Scientifically

www.invarion.com